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WIRING DIAGRAM

NG. DESCRIPTION AMP. | POLE
13 MAIN 100 2
57 | BREAKER # | 30 2 )
9,1 BREAKER #2 30 2 8
2,4 | BREAKER %3 30 2
6,8 | BREAKER #4 ) 2
0 BREAKER # 5 i5 I
2 BREAKER # 6 20 1
RELAY # | 30 2 -
RELAY % 2 20 2 "I
RELAY # 3 30 2
RELAY# 4 30 2
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L FOUNDATION
X
1) PROVIDE GROUND ROD{S) AS REQUIRED FOR MAXTHMUM OF 25 QHMS RE-
SISTANCE TO GROUND. EXOTRERMIC WELD OME ERD OF %ND. 6 AWG
GROUND CONDUCTOR TO THE GROUND ROD(S) AND BRUSH O% 2 COATS
OF AN [NSULATING YARNISH TO THE WELDED AREAS.
” ﬂ 2) CONCRETE SLAB TO PROVIDE SEMI-DRY WORKING AREA IVY FRONT OF
T CONTROLLER CABINET,
3) KCPS&L TC INSTALL SECONDARY POWER SERVICE {DIRECT 3URY) THRU
R CONTRACTOR INSTALLED 2" CCHDUIT AND ELBQM.
€dr access cover- 4) CODE GA. CORAOSION RESISTANT JET-COAT STEEL CONSTRUCTION.

Pad mtg. collar
(Removable)

S) VENTILATED CONSTRUCTION ASSURES COMDENSATION FREE OPERATION.

6) COPPER BUSSED.CIRCYIT BREAKER INTERI[QR WITH PROV'SIONS FQOR
TWELVE FULL ONE INCH POLES.
ALL TERMINALS APPROYED COPPER OR ALUMINUM WIRE.

HINGED WEATHERPROOF DGCR WITH PADLOCK PROVISION.

7}
8) ALL NIRING TD BE COPPER, FACTORY INSTALLED.
9)

10) STANDARD FINISH:

ENVIRCGNMENTAL GREEN BAKED ENAMEL CONFORMING

TO ASTM-B117 SPECTFECATIONS, OVER CORROSIOR RESISTANT ZINC

CHROMATE PRIMER,
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